
MADE
IN USA

Flash Point >155 °F

Boiling Point >400 °F

Speci�c Gravity .79

Appearance Colorless to Light Yellow

Odor Kerosene

Flammability Very Flammable

Plastic Safe Yes

Propellant Not Applicable

OCTANE BOOSTER

F O R  M A X I M U M  P E R F O R M A N C E  S T O P S  K N O C K S  A N D  P I N G S

Technical  Data  Sheet

Typical Properties

Typical test data are average values only.  Minor variations, which do not a�ect performance, may occur.
As always, you should consult your owner’s manual to verify the proper �uid recommendation for your particular vehicle.

iLast Concentrated Octane Booster is formulated to stop knocking caused by low octane fuels. Special 
additives increase octane, performance, clean fuel systems and improved fuel economy.  iLast Octane 
Booster does not contain alcohol and is safe for catalytic converters and oxygen sensors. This product is 
EPA registered product.
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WARNING: HARMFUL OR FATAL IF SWALLOWED. COMBUSTIBLE.
READ CAREFULLY OTHER CAUTIONS ON BACK PANEL.
INSTRUCCIONES EN ESPANOL EN LA
PARTE POSTERIOR DE LA LATA.
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12 FL. OZ.
(355 mL)

HANDLING AND SAFETY INFORMATION - Refer to Motosel Industrial Group Safety Data Sheets for proper handling and safety information. Use the same care and handling as for 
any petroleum product. Nothing herein shall be deemed to constitute a warranty, express or implied, that said information or data are correct or that the products described are 
merchantable or fit for a particular purpose, or that said information, data or products can be used without infringing patents of third parties.

+1 888.668.6463    www.ilast.ca


